Digital Anemometer

Six-blade wind wheel
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GT8907/GT8913
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GT8907 GT8913
Measure current wind speed, temperature and humidity v \/
Measurement of current air volume, temperature and humidity
Measure wind speed/ MAX wind flow/min wind flow
2/3 wind flow value/ average value

2 2 2 =2

Wind speed/flow units and temperature units selection
Measure wind direction angle

Backlight and data holding(HOLD)

Low battery indication

Automatic shutdown setting
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Real-time measurement when connecting USB with computer software

X

GT8907 GT8913

m/s 0.0~45.0 0.0~45.0

e Ft/min 0.0~8800 0.0~8850
e VEIoch"an%g Knots 0.0-88.0 0.0~87.0
Km/h 0.0~140.0 0.0~160.0
Mph 0.0~100 0.0~100
GT8907 GT8913
Wind flow range CFM(FT3/MIN) 0-999900
CMM(M3/MIN) 0-999900
i GT8907 GT8913
TW'nd " Temperature Range 0~45°C(32~113°F)
Friparaure Humidity range 10~90%RH
GT8907 GT8913
Other Power supply 4*AAA 1.5V Alkaline battery
Specificationse Dimensions 73x38x194mm
Weight 212.99
Application
School Factory
[ 8907
[ GTs913
Office Traffic highway
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